
1/4 sq brass

30
26

55

55

frame spacing
55

Rivet 1/4" x 1/4" angle to buffer beams.
Use 1/16" dia shank round head iron rivets
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Make gap a sliding fit on frames.

Flatten inner flange
to fit keeper plate.

Keeper plate in outline.
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frames, drill 1.4mm,
tap 10BA.
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for 10BA screw.
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NB.  Alternative stretcher position
if using Roundhouse wheels.

12.5

NB.  Ensure boiler is level.

Adjust height according to smokebox centre height.
E.g. Increase height to 18mm if using R/H Billy smokebox.
Adjust according to boiler diameter also.
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NB.  All dimensions in mm unless otherwise stated.Frames (RH) 03b Frames (RH).tcw

Frames cut from 1.5mm (16g) steel.

Buffer beams 1.5mm (16g) steel.

Axle
bush
( bronze
or brass)

Section thro' cylinder
front plate.

Keeper plates - 1.5ms.
Secure to frames with 10BA cs screws.

Corner angles, 1/4" x1/4"
brass.Rivet to buffer
beams with round head
rivets.  Fix to frames with

8BA screws

Bogie axle bush (PB)

Front Stretcher - 1/8" brass.

Middle stretcher - brass/steel.

18 November 2004
Rev. 24/12/06

Bogie retaining bolt.
6mm hex mild steel.

Pump stretcher 1.5 ms.
1/4" x 1/4" brass angle
rivetted on.

Rear stretcher - 1/4" square brass.

ISIBUTU Projection
3rd Angle

NB.  If using R/H axle bushes, only holes need
to be drilled and keeper plate dispensed with.

Valance from 1/4" x1/4" brass angle, milled down to 4mm on one side. Solder small blocks to ends for screwing to buffer beams.File away top to clear cylinders, valve gear etc.
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