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Projection
3rd Angle.

Axle bush (PB)

Bogie frames
shown spaced
for 45mm gauge.
Set at 22mm width
for 32mm track.

Bogie frames 1.5mm steel.

Attach bogie frame to stretcher with 8BA screws.

Driving wheels - mild steel.
Turn from 13mm slices.

04 Wheels & axles.tcw
ISIBUTU
04 Wheels, axles, valve gear etc.

Driving Axles - 1/4" steel.

Bogie wheels - cast iron or mild steel. Bogie stretcher - 3mm or 1/8" brass.

For 45mm gauge.
For 32mm gauge.

Bogie axles - 4mm or 5/32" silver steel.

for 45mm gauge.

for 32mm gauge.

NB.  You will require two
sets of bogies,  if you
wish to change gauges.

Scale cranks - ms

4th July 2005

Enlarged view of wheel profile

Coupling rods 1/8" steel.

Sheet 04 of 8

Use suitable commercially
available wheels for both
drivers and bogie if desired.
If using larger drivers, then
increase the bogie wheels
accordingly.

Revised - 12 December 2008

Modified eccentric Rod

Modified radius rod.

Roundhouse valve gear.

Modified return crank
(if using scale cranks).

Bogie retaining bolt.
6mm hex mild steel.

If using Roundhouse valve gear (recommended)
then you can use Roundhouse wheel cranks and
and their eccentric cranks.  If you are using scale
wheel cranks, then you will require to make
modified eccentric cranks as per diagram.
You will also require modified eccentric arms and
radius arms.

Use 22 swg piano wire for springing.

Bogie pivot arm. 1/8" steel.
Bend to lie on top of stretcher

Roundhouse cranks.

Connecting rods - 5/16" x 1/8" steel.

Roundhouse return
crank.

Short crankpins
3/16" hex.

Plain crankpins
Ø1/8" steel.


